How to use contour cutting with Signcut?

1, Print image with 4 marks, see for print.jpg

[image: image1.jpg]



2, Put paper with the image into machine

3, Open outline for cutting.eps with Signcut
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4, Change blade holder to pen holder

5, Choose setting/setting/cutting/calibrate laserpoint offset, pen will draw a cross mark, and then, move laser point to the cross mark by arrow keys of Signcut, when laser point located at cross mark, correct date is, 

X position: 38.7, Y position: 10.0, click OK
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Calibrate the laserpoint offset

iave the laser to the center of the plotted sight,
hen cick OF.

‘ou can use the buttons below to move the laser, or use these
eyboard shortcuts:

rrow keys = Move in 10 mm increments
hift+Arow keys = Move in 50 mm increments
trl+Artow keys = Move in 1 mm increments
It+Anow keys = Move in 0.1 mm increments
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Notice: cross mark must be located at left bottom of mark 1, it's very important.

6, Choose special cutting/simple contourcut, and then move laser point to mark 1 by arrow keys,click Next, laser point will move to near mark 2, and move laser point to mark 2, click Next, laser point will move to near mark 3, and move laser point to mark 3, click Cut out
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tove the laser to the center of the rightmost registration mark,
hen cick Next,

‘ou can use the buttons below to mave the laser, or use these
eyboard shortcuts:

rrow keys = Move in 10mm increments
ift+Arow keys = Move in SOmm increments
trl+Arow keys = Move in 1mm increments

It+Anow keys = Move in 0. 1mm increments
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fove the laser to the center of the rightmost bottom registration mark,
hen cick Cut out,

‘ou can use the buttons below to move the laser, or use these
eyboard shortcuts:

rrow keys = Move in 10 mm increments
ift+Artow keys = Move in 50 mm increments
trl+Arow keys = Move in 1 mm increments
It+Anow keys = Move in 0.1 mm increments
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If you do each step correctly, you will make contour cutting perfectly
